How to use simple woodworking striking tools 



Parts of a hammer 


cross pein 


, handle 6haft, 
(ash or hickory) 


ll\^mngton Hammer 

lb drive small nails. 


x^^^^^^^l^Rdl-striking face 

The cross pein of a Warrington hammer 
is used to start small nails held between 
the fingers. w 


Driving and withdrawing nads 
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The ideal wedging 
of a hammerhead. 


iron wedges 



wooden wedge 


&/efi>illofwood.^ 
No loose head due 
to oiled shaft. 



Common nails 


feneIRn 



FAIR Blow- Nail struck squarely. 
Hand at bottom of shaft. 


FOUL BLOW 



lb upright 



Rick and pull to Waste wood to 


Safety 

IK Use correct size hammer 
•for job. 

Hf Never strihe two hammers 
together 

* Never use a hammer with 
a loose head. 

Hf^fear eye protection for 
hard nails. 

IK Never use the side of a 
hammer 

IK Keep clean and regularly 
inspect for wear 

IK Never use a hammer with 
adamaged head. 
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How to use a Bench Plane, Rough Plane and Surform 
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Types of plane 


Bench Plane 




Plough Plane 



SurfbrmPlane 





Surform Round File 


Bench Plane 

Use correct plane for job. How the Bench Plane works. 


A (Smoothino Pinishinqoff 
T (Ranes ^ work 

«k) 

5 ) Jack FVeparatbriof 

5 ^) Plane vwrk 

Plane 


iiong edges require long planes. 


Cap iron curls and 
breaks shaving. 

'X / 


Plough Plane 

FVoduces grooves of 
various sizes. > 



edge of work. 

1.6tahtatfi9rendofwork. Z.Take6ticce6sioiiofcut6. 





MAINTENANCE 

Omni and honed at 36° 


Itwilicut:- 

i.Hardwood i Handboand 
^Softwood 8. Plastic laminate 

3. Plaster aBlockboard 




R)rsculpturework,u6efile(with 16change blades,unscrewoW one, 

half round Hade) and round file, replace and screw it up. 
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How to cut and clean a shoulder 
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How to saw a simple shoulder 

sloping groove with 



2. Place saw in groove and 
complete operatbn. 



4. Lise sawing box. 


3.Secure waste wood on 
line. Place saw against 
and complete operation. 


Parts of a chisel 



handle 


erinding angle 


Sharpening angle 


Shoulder or neck 


Main blade patterns 


, , Rrmer 

(rectangularsection) 


Bevel Edge 



KBBP SHARP AT AU.TIMES. 


Mortise 









PREPARATION-the most important step 


tSimptetods 


laired for preparing a piece of wood 

PENCIL 


FLEXIBLE RULE 

e.g. Fbwerlock 


zPteparation- 
f irst stage 

Ffoduce one true flat eurface, check 
with steel rule for flatness along length, 
across width and across di^onals. 



aMaik this surface 

as a foce side with pencil. 



4.Llsing best edge 


plane true- 

check flatness with try square across width, 
steel rule abnq length and mark as -face 
edge. ^ 



s Accurate marking 


for timber width. 




Setting a Stanley marking gauge. 

Thumbscrew 
(plastic) \ 


How to use a Stanley marking gauge 
down the length of a piece of timber 




6.Plane to gauge lines 

Test accuracy and flatness by using try 
square (across width) and steel rule 
(along length). 
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7Accurate marking 

of timberfor thickness,^,—^ 


thickness^ 


fkiceedaspointe. 


aMarking tools 

ahould be weed ftom face aide aKid feoe edge only. 


•face side- 


face edge 


aMarking the wood 

PENCIL: used for general marking e.g. writing 
name, shading waste areas. 

KNIFE: for precise cutting lines to be sawn 
or chiselled to. 

--- 


laSAFETY 



All parts of the body should be kept 
WELLyWATfhom the cutting edge. 
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